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N : NBR
V:VITON | R:PT Female
O : None
O : None S:ETP N : NPT Female 1:1/8”
L: Inlet 6 : SUS316 Ex) N2 : 0.5 ~ 5LPM
E : Optic sensor E : EPDM V : VCR Male 2:1/4”
U : Outlet
F: PTFE L : Lok Fitting
) .
E K : FFKM
0(% V(S) VCR Short gland V(L) VCR Long Gland
% Applications Al& =Of Specifications A}
—
Q - DI water, gas and chemical lines for semiconduct or
equipment Fluid Gas, Liquid (viscosity < 5.0cP) Dimension 37|
- Built-in control valve e ofof C ool = ox P PUPNPN
- Utility flow measurement of small lab GRS Min 20 CCM / Max 2 LPM SARITE Sl ®ol £= SUEE 28 viEHn ol ATE waE T st
. Range For exact size of each item, Please contact Sales Dept. Above-mentioned dimensions are changeable.
- Flow measurement and control characteristics for GAS Min 0.5 LPM / Max 50 LPM
sampling line of equipments nv. ax
- Field in microbiology, chemistry and medicine using 0
high purity fluid Accuracy +5% full scale
- Btz X| ZH| 9| DI Water, Gas, Chemical &5 22! OP. Press Max 0.8 MPa | ]
- X}A| needle valve2 R & LK Of OP. Temp 0 - 90 °C
- ATE A7 59 utility RESH _ |
- 4% A= EH|Ql sampling line2| ST & X HE 7H 7|1H|, YA (viscosity 5.0 cP) = |
0|42, Btet, 9% & DAT SH| AFE £Of = |
Water  Min 20 CCM / Mix 2 LPM - < S |
53 8 3 |
- 3 different models : 1110, 1120, 1130 53 2%} +5% full scale |
- Suitable for DI Water, Gas, Chemical o oay
- Small flow measurements available (20cc/min) ALE o Max 0.8 MPa ]
- Direct reading scale for flow rate
Al 2 _on °
g - Built-in control valve I8 2 0~ 90°C
=
c - Alarm for flow level sensor
a 26 MAX. 33 335 15 ’
S - Wide flow ranges available to meet all requirements - | \PTOR NPT VA~ FEMALE
8 - Cleaned ultrasonic DI water & vacuum package in a
x clean room g . General 7"-9-
[FRONT] [SIDE] [PANEL MOUNT]
Il.l - 1110, 1120, 11302 37}X| 2 & rl’:lW 1100 series arf st\;a:/nciirg typi of flow mteterts (fjorfsr;aél
) o THe ow measurements. Wetted parts are constructed o MODEL H1 H2
Q DI \;Vater gas, chenglc;l S o xSl stainless body is aluminum anodized. It is suitable for DI
- & 7IF 20cc / min®| 0|2 /& 53 7t water or corrosive gas and chemical. FW 1110 = 125 100
0 - 100% 1 Cff 1 2 calibration
. o2 xHL FX}
0 S Z28 needle valve 3 HHE = SU53162, Q&2 Aluminum anod1zmg el E ot FW 1120 | 160 135
z & level Al alarm E8 7ts 0|21t Body2| AR HECE 4E 24D Gas X Chemicallt FW 1130 210 185
2Kt AFZ9| connection H & DI Water2| AtE0] &g stH 37f7(| E':é'ol 91% LIC}.
A ALY REEY He MZE
- DI WaterZ =30t A|E 8 25 =% = . .
S UZFZ Wooil Flucon & : 031 - 798 - 8743 (E-Mail) sales@flucon.co.kr
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