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Features    특징

ULTRASONIC Flow Meter

General    개요

Specifications    사양

-Cooling water

-DI Supply System

사용 유체 Fluid 냉각수, DI

정확도 Accuracy ±2% Reading

출력 Output 4~20mA / RS-485

모니터 종류 Monitor Small / Large Din Rail Type

전원 Power DC 24V, AC 220V

- Low power consumption, high reliability, anti-
jamming and outstanding applicability

- Prompt reply within 0.5 seconds
- No influence from pressure conductivity of 
measuring liquid

- Clamp on sensor(simple installation on existing 
pipe)

-낮은 전력 소비량, 높은 신뢰성, 뛰어난 적응성을
가지며 전파방해가 없음

- 0.5초 이내의 고속 응답
-측정 유체의 압력 도전율 등의 영향을 받지 않음
- Clamp on sensor(기 설치된 배관에 간단히 설치가
가능)

-일반 배관용 (PVC, SUS, PP, PVDF 배관 재질 전용)

- Transit – Time Ultrasonic Flow Meter
- Measurement of feed water, pure water and chemicals for 
almost all pipe with size 25mm~4m(1’’~200’’)

- High tolerance of liquids with small amount of gas bubbles or 
suspended solid found in most industrial environments

- High precision and reliability with the world’s most advanced IC 
and microprocessor technology and timing sircuit(0.1nS)

- Transit-Time 방식 디지털 초음파 유량계
- 25mm~5meter(1’’에서 200’’)까지의 거의 모든 배관의 시수, 순수, 
케미컬 등의 유량을 계측

-순수 적용 적합, 산업환경에서 발생되는 소량의 기포나
현탁물질에 탁월한 성능 발휘

-최첨단 마이크로 프로세스 기술 및 Timing circuit(0.1nS)를
이용하여 뛰어난 정밀성은 물론 높은 신뢰성 보유

-DI 공급 시스템
-슬러리 공급시스템
-냉각수 용

Ordering Information    주문방법

SF-400 - □ - □ - □ - □
① ② ③ ④

①Monitor ②Output ③Power ④Cable length

LW : Wall Mtd. Display (Large)

SW : Wall Mtd. Display (Small)

DR : DIN Rail Type

A : 4~20mA & RS485
A : AC220V
D : DC24V

S : 5M
XX : 요청 길이

우일플루콘 Wooil Flucon ☎ : 031 – 798 – 8743 (E-Mail) sales@flucon.co.kr
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